J - PIN VOLTAGE CHARTS

TKD Electronics Fig. 2: 323 ECU Terminal Voltage & Sensor Range (2

INGENIO, INNOVACION Y SERVICIO of 3)
Courtesy of Mazda Motors Corp.

1989 Mazda 323

Terminal ! Connected to Voltage Condition Remark
) ) Approx. 12V Brake pedal depressed
1
J (Input} Brake light switch Below 1.6V Brake pedal released
. i Approx. 12V Power steering switch OFF
1K {input P h
(inputy ower steering switc Below 1.5V Power steering switch ON
. Approx. 12V A/C switch OFF
L
1L (Input) A/C switch Below 2.5V A/C switch ON Biower motor ON
Approx. 12V ignition switch ON {When engine running)
1M {input) Ignition coil , Engine Signal Monitor:
¢ Approx. 12V At idle Green and red light flash
iN — — — -
10 — ; - - -
1P — | — — —
10 = — - =
1R ; = } - = -
18 - | - ) - —
1T - : - - —
B T B By
i Below 1.5V Ignition switch ON
1
U Qutput) Igniter ; Approx. 12V Al idie
1V (input) MT switch {ground) Below 1.5V — AT constant 12V
| ' Below 1.5V ! Test connector grounded
Wl T i(
W (inputy est connector | Approx. 12V . Test connector not grounded
1X — . — i - -
2A (Output) | Vref 45-55v ‘ — -
2B (input) Air flow meter (Vc) 79V — -
2C Ground (E2) i Below 1.5V — —
0.3—-Q.7v At idle
2D (input) Oxygen sensor More than 0.45V | During acceleration
o Less than 0.45V | During acceleration
. Approx. 2V Ignition switch ON
2E (Input) Air flow meter (Vs) 45y Atidle
2F - - — —
2G (Inputy | Throttte sensar ~eprex 2 :ccg::::g: E:g:: ;i;?::;’ec
(PSW switch) Below 1.5V | (45lly open throttie)
2H (Input) Atmospheric pressure senser | Approx. 4V | — At sea levet
21 (Input) | Water thermo sensor Approx. 6.5V | Normal operating temperature
Inmake air therma sen- Intake air temperature: 20°C |
20 nput) | oor (At fiow meter) 2-3v (68°F) 1
Intake air temp. more than
2K (Outpu) Pressure regulator control | Below 1.5V 58°C (136°F) If PRCV solenaid is
. | valve (PRCV) solenaid Water temp. more than 90°C {(184°F) | equipped.
) ‘ Approx. 12V Other [
2L - — - —
2M - — - —
2N - — — -
20 No.2 purge controt Approx. 12V Less than 1,500 rpm
" solenoid Below 1.5V More than 1,500 rpm
l intake air temp. more than In-gear condition.
i . Below 1.5V 50°C (122°F) s Jumper wire connect to
2P ; vaowl_. gg{g:of;”"o' Water temp. more than 50°C {122°F) the Neutral switch (MTX)
| ¢ Disconnect the inhibitor
: Approx. 12V | Other switch connector (ATV)
Idle speed control (1SC) : Engine Signal Monitor:
20 vave 1.5—11 BV Mide Green and red light flash
2R Ground Below 1.5V - -
3A . Ground Below 1.5V | — -
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